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NOTE:
SLOPE SIDEWALK AS NECESSARY

1-...--— TO MEET STANDARD REQUIREMENTS —~
I (TYPICAL BOTH SIDES)

(SEE NOTE 1)

1/2’ EXPANSION
JOINT 3 SIDES

EXIS11NG CURB
& GUTTER

tzzEzzz

ROW

,,— 7’ R MIN.

SEE NOTE 5
d

NOT TO SCALE

MATCH GUTTER
LINE ELEVATION

SAW CUT EXIS11NG CURB
AND GUTTER FULL DEPTH

AND PLACE EXPANSION
JOINTS (TYP. BOTH SIDES)

C
SLOPE DRIVEWAY ~

L~ AS NECESSARY ________ 5’ SIDEWALK ____

F~TO MEET STANDARD 0 APPROACH
REQUIREMENTS 1—1/4”

MAX

1/2” EXP. JOINT
6” UNREINFORCED CONCRETE

OR 5” CONCRETE WITH
#3 BARS 0 18” O.C.E.W.

OR #4 BARS 0 24” O.C.E.W.

MAX SLOPE~
1 TO 50~

MAX SLOPE
1—1/2 “ PER FOOT

TO FLOWLINE

CONTRAC11ON JOINT
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EXIS11NG
ASPHALT

TO REMAIN

NOT TO SCALE
COMPACT SUBCRADE
TO 95Z ASTM D698.

~ç</x~2 ~

SECTION A—A SEE NOTE 5

GENERAL NOTES:
1. SIDEWALK MAY SLOPE 1’ PER FOOT, MAX. FOR A MAXIMUM DISTANCE OF 8’ FROM EDGE OF DRIVE. ANY SLOPE OF

SIDEWALK, FROM EDGE OF DRIVE, EXCEEDING 5/8” PER FOOT IS CONSIDERED A RAMP. SEE DETAIL ON RAMP
SURFACES AND GRADES IN THE STANDARD DETAILS.

2. FOR ADDI11ONAL CONSTRUCTION MATERIAL AND EXECU11ON SPECIFICA11ONS. SEE ITEM 8.3 OF THE STANDARD
SPECIFICATIONS FOR PUBLIC WORKS CONSTRUC11ON, LATEST REV1SION.

3. ALL CONCRETE SHALL BE CLASS A, 5 SACK.
4. SAND SHALL NOT BE ACCEPTED AS COMPACTED SUBGRADE. SAND WiLL BE ALLOWED FOR LEVEL—UP ONLY.
5. SAW CUT AND REMOVE 6” EXISTING ASPHALT, FORM EDGE OF NEW CONCRETE, AND REPLACE COMPACTED WiTH

HOT MIX ASPHALT IF EXISTING CURB AND GUTTER CANNOT BE REMOVED LEA~1NG A CLEAN EDGE.
6. MAXIMUM RISE OF APPROACH IS 0.54 FEET FOR 4.5 FEET FROM BACK OF CURB TO EDGE OF SIDEWALK OR 0.60

FEET FROM FACE OF CURB TO EDGE OF SIDEWALK.
7. ALL STEEL SHALL HAVE A 2” MINIMUM COVER.
8. ANY U11LITY BOXES OR MANHOLES WITHIN THE SIDEWALK OR APPROACH MUST BE ADJUSTED BY THE CITY U11LITY

DEPARTMENT TO THE GRADE SHOWN. ALL ADJUSTMENT COST WILL BE THE RESPONSIBILITY OF THE CONTRACTOR
OR AS DIRECTED BY THE CITY ENGINEER.
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